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1. SCOPE 

1.1 Scope.- This  s p e c i f i c a t i o n  s e t s  f o r t h  t he  requirements f o r  a s y n t h e t i c  
rubber  o r  rubber - l ike  gasket  t o  be u t i l i z e d  a s  an a i r  s e a l  i n  P lan  View 
Display (PVD) equipment. 

2. APPLICABLE DOCUMENTS 

2 .1  FAA Drawing.- The fo l lowing  FAA Drawing, da ted  a s  s p e c i f i e d ,  form a  
p a r t  of t h i s  s p e c i f i c a t i o n  and i s  app l i cab le  a s  s p e c i f i e d  here in :  

Date o r  Date of  
Drawing Number L a t e s t  Revision T i t l e  

1-8-74 PVD Def l ec t ion  
Amplif ier  Input  Gasket 

(copies  of t h i s  Drawing may be obta ined  from the  con t r ac t ing  o f f i c e r  i n  the  
Fede ra l  Aviat ion Administrat ion o f f i c e  i s s u i n g  t h e  i n v i t a t i o n  f o r  b i d s .  
Requests should f u l l y  i d e n t i f y  t he  m a t e r i a l  des i r ed ,  i . e . ,  drawing, number 
and d a t e .  Request should c i t e  t he  i n v i t a t i o n  f o r  b i d s . )  

2.2 Other Pub l i ca t ions . -  The fo l lowing  pub l i ca t ion  of t h e  i s s u e  i n  e f f e c t  
on t h e  da t e  of t he  i n v i t a t i o n  f o r  b i d s  forms a  p a r t  of t h i s  s p e c i f i c a t i o n :  

Standard S p e c i f i c a t i o n  f o r  
Sponge and expanded C e l l u l a r  

Rubber Products  



3 .  REQUIREMENTS 

3.1 Gasket t o  be furn ished  by con t r ac to r . -  The con t r ac to r  s h a l l  f a b r i c a t e  
a mold f o r  t he  gasket  and f u r n i s h  gaske ts  a s  shown on FAA Drawing D-6031-4. 
The mold s h a l l  become the  proper ty  of the  Government a t  t he  completion of 
t he  con t r ac t  and i s  a d e l i v e r a b l e  i tem of the  con t r ac t .  

3.2 Ma te r i a l . -  Ma te r i a l  f o r  the  gasket  s h a l l  be sponge s y n t h e t i c  rubber 
o r  rubber - l ike  ma te r i a l .  It s h a l l  no t  be n a t u r a l  rubber o r  reclaimed rub- 
b e r .  Ma te r i a l  s h a l l  conform t o  those l i s t e d  i n  ASTM S p e c i f i c a t i o n  D-1056 
and s a t i s f y  the  compression d e f l e c t i o n  of 25 per  cent  d e f l e c t i o n  a t  2 t o  
5 pounds per  square inoh. 

3.2 Government furn ished  m a t e r i a l . -  The con t r ac to r  s h a l l  be furn ished  the  
back cover from a PVD chass i s  onto which the  gasket  w i l l  be s e t .  It i s  
requi red  t h a t  t h i s  cover be re turned  dndamaged t o  t he  con t r ac t ing  o f f i c e r  
a t  t h e  time of f i r s t  run gasket  approval  ( s e e  paragraph 4 .3) .  

4. QUALITY ASSURANCE PROVISIONS 

4.1 Mate r i a l  u t i l i z e d . -  Contractor  s h a l l  f u r n i s h  c e r t i f i e d  t e s t  d a t a  on the  
gasket  m a t e r i a l  t h a t  i t  meets t h e  requirements of ASTM D 1056, a s  s t a t e d  i n  
paragraph 3.2 of t h i s  s p e c i f i c a t i o n .  

4 .2 Mold.- Contractor  s h a l l  submit f a b r i c a t i o n  drawings of t he  mold t o  be 
u t i l i z e d  f o r  t h e  gasket  f o r  review and approval .  

4.3 F i r s t  run.-  The con t r ac to r  s h a l l  provide the  f i r s t  f i v e  gaske ts  produced 
from the  mold f o r  i n spec t ion  and approval  before  proceeding wi th  t h e  
remainder of the  gasket  product ion.  

4.4 Tolerances.-  Tolerances on dimensions f o r  t he  gasket  s h a l l  conform t o  
Table 4, Tolerances on Dimensions of C e l l u l a r  Rubber Products  f o r  General 
a p p l i c a t i o n s ,  of ASTM D 1056. 

5 .  PRFlPARATION FOR DELIVERY 

5 . 1  General.-  The con t r ac to r  s h a l l  be s o l e l y  respons ib le  f o r  p ro t ec t ing ,  
preserving,  packing and marking a l l  gaske ts  f o r  d e l i v e r y .  

5.2 Quantity pe r  u n i t  pack.- Each package s h a l l  conta in  twelve (12)  
gaske ts .  

6 .  N ~ E S  

6 . 1  None 

* St * * ++ 
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NOTES: 

I. G A S K E 7 5  S H A L L  BE HOLDED. 
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